
Felszínprofilmérő készülékek homokfúvott
acélhoz, texturált bevonatokhoz és betonhoz

PosiTector SPG OS felszínprofilmérő 
szonda ívelt felületekhez



All Gages Feature...

Simple
n  Fast measurement rate of over 50 readings per minute— 
   ideal for quickly and accurately measuring large surface areas 
n  NEW Larger 2.8” impact resistant color touchscreen with redesigned keypad 
    for quick menu navigation 
n  NEW On-gage help explains menu items at the touch of a button
n  RESET feature instantly restores factory settings

Durable
n  Alumina wear face and tungsten carbide tip for long life and 
   continuous accuracy—field replaceable tips
n  NEW Weatherproof, dustproof, and water-resistant—IP65-rated enclosure
n  NEW Ergonomic design with durable rubberized grip 
n  Rugged, indoor/outdoor instrument—ideal for field or shop use
n  Shock-absorbing protective rubber holster for added impact resistance
n  Two year warranty on gage body AND probe

Accurate
n  Certificate of Calibration showing traceability to PTB included
n  Built-in temperature compensation ensures measurement accuracy
n  Glass zero plate and metal shim included 
n  Conforms to national and international standards including ASTM

Versatile
n  PosiTector body accepts all PosiTector SPG, RTR, 6000, 200, DPM, IRT, 
   SST, SHD, BHI, and UTG probes easily converting from a surface profile 
   gage to a coating thickness gage, dew point meter, soluble salt tester, 
   hardness tester, or ultrasonic wall thickness gage
n  Cabled probes available for blasted steel, textured coatings, and 
   concrete profile
n  NEW Auto rotating display with Flip Lock

Powerful
n  Continually displays/updates average, standard deviation, min/max, and 
    number of readings while measuring
n  NEW Screen Capture—save 100 screen images for record keeping and review
n  HiLo alarm audibly and visibly alerts when measurements exceed 
    user-specified limits
n  NEW Instant-on feature quickly powers up the gage if recently powered down 
n  NEW Up to 30% longer battery life
n  USB port for fast, simple connection to a PC and to supply continuous 
    power. USB cable included.
n  PosiSoft USB Drive—stored readings and graphs can be accessed using 
    universal PC/Mac web browsers or file explorers. No software required.
n  Every stored measurement is date and time stamped
n  Includes PosiSoft suite of software for viewing and reporting data 

  Standard Models
Includes ALL features as shown on left plus...
n  NEW Storage of 1,000 readings per probe—stored readings can be
    viewed or downloaded

  Advanced Models
Includes ALL features as shown on left plus...
n  NEW Storage of 250,000 readings from multiple probes in up to 
    1,000 batches and sub-batches
n  SmartBatch™ allows entry of user-defined parameters and 
   criteria for quick statistical analysis to comply with standards 
   such as ASTM D4417 and SSPC PA-17
n  Live graphing of measurement data
n  NEW Touchscreen keyboard for quickly renaming batches, adding 
   notes, and more
n  WiFi technology wirelessly synchronizes with PosiSoft.net and 
    downloads software updates
n  4.0 Technology for data transfer to a mobile device 
    running the PosiTector App or optional portable printer. BLE API
    available for integration into third-party software.

Compatible
n  Wirelessly connect 
   PosiTector SPG probes 
   to your smart device

n Turns your cell phone 
   or tablet into a virtual 
   PosiTector gage

n Includes free
mobile app

TM

PosiSoft Desktop
Powerful desktop software for
downloading, viewing, printing,
and storing measurement data.
Includes customizable, templated
PDF Report Generator. No internet
connection required.

FREE SOLUTIONS for 
viewing, analyzing and reporting data:
PosiSoft

®

...

PosiSoft.net
A web-based application offering secure, centralized 
management of readings. Includes customizable, 
templated PDF Report Generator. Access your 
data from any web-connected device.

PosiTector App
Mobile app connects PosiTector
Advanced instruments, the
PosiTector SmartLink and the
PosiTest AT-A to your iOS or
Android smart device.

PosiSoft USB Drive
A simple gage interface to retrieve
data in a manner similar to USB
flash drives, cameras, or digital
audio players. No software to
install or internet connection
required.

Cabled Probe for Textured Coatings — SPG CS

Ideal for measuring the surface profile of concrete created
by blasting, scarifying, grinding, acid etching and more

Ideal for measuring the surface profile of textured coatings
and other surface profile applications

for Concrete Profilefor Textured Coatings
Cabled Probe for Concrete Profile — SPG TS

Range 0–1500 µm
0–60 mils

Accuracy
±(5 µm + 5%)

±(0.2 mils + 5%)

Tip
Angle 60˚

Radius 500 µm (20 mils)

Range 0–6 mm
0–250 mils

Accuracy
±(76 µm + 1%)
±(3 mils + 1%)

Tip
Angle 60˚

Radius 500 µm (20 mils)

Cabled Probe — SPG S

Integral Probe — SPG

Select from Five Models

Cabled Probe for Convex Surfaces — SPG OS

Probe mounted on a 1m/3ft cable for
enhanced ergonomics and access to
hard-to-reach areas

Ideal for measuring the surface profile 
of steel cleaned by abrasive blast

PosiTector SPGS 
with cabled probe shown

PosiTector SPG 
with integral probe shown

*30˚ tips available for conformance to Australian standard AS 3894.5-C

for Blasted Steel

Probe mounted on a 1m/3ft cable with a V-groove sleeve ideal for
measuring convex surfaces such as tanks and pipes

n  Ideal for measuring on flat and curved surfaces with an OD 
   greater than 3mm (0.125")
n  Proprietary OD Mode analyzes multiple measurements for greater 
   accuracy on convex surfaces
n  Normal Mode is ideal for flat surfaces, and operates similarly to 
   the PosiTector SPG and SPGS probes
n  Self-leveling probe foot ensures perpendicularity to the part 
   being measured 
n  Uses the proven V-groove design found on PosiTector 6000 
   coating thickness probes to stabilize the probe on any diameter
n  Available Large V-groove Adaptor for enhanced stability 
   on 30-45cm (12-18") OD pipes

Range 0–500 µm
0–20 mils

Accuracy
±(5 µm + 5%)

±(0.2 mils + 5%)

Tip
Angle 60˚*

Radius 50 µm (2 mils)

Integral probe ideal for one-handed operation 

Conforms to ASTM D8271

        Készüléktulajdonságok  

Egyszerű

Tartós

Pontos

Sokoldalú

Erőteljes

Gyors mérési sebesség, 50 mérés / perc - ideális nagyobb felületek gyors és 
pontos mérésére is
2,8” ütésálló, színes érintőkijelző újratervezett billentyűzettel a menüben való
gyorsabb navigáció érdekében
A súgó menü egy gombnyomásra elmagyarázza az adott menüpont lényegét
RESET funkció a gyári beállítások gyors visszaállításához

A PosiTector készülékek az összes szondával kompatibilisek: 6000, 200 , DPM, 
IRT, RTR, SPG, SST, SHD, BHI, UTG, GLS. Ennek köszönhetően egyszerűen 
változtathatjuk készülékünket pl. rétegvastagságmérőből hartmatpont mérővé, 
felszínprofilmérővé, keménységmérővé vagy ultrahangos falvastagságmérővé
Kábeles szondák érhetők el homokfúvott acélhoz, texturált bevonatokhoz és 
beton felületekhez
Automatán elforduló képernyő Flip Lock lehetőséggel

Alumínium-oxid kopófelület és volfrám-karbid mérőhegy, mely hosszú élettar-
tamot és folyamatos pontosságot garantál - egyszerűen cserélhető mérőhegy
Időjárás, por- és cseppálló - IP65 minősítésű burkolat
Ergonomikus kialakítás és gumi markolat
Strapabíró kültéri/beltéri készülék - ideális laboratóiumba és terepre is
Ütéselnyelő gumi védőtok a még nagyobb ellenállóságért
Két év garancia a készülékre ÉS a szondára

Kalibrációs Tanúsítvány PBT nyomonkövethetőséggel
Beépített hőmérséklet kompenzáció biztosítja a mérések pontosságát
Az üveg nullázó lap és fémlemez alaptartozék
A készülék megfelel a különböző nemzetközi szabványoknak: ASTM

A készülék folyamatosan frissíti/megjeleníti az átlag, standard szórás, min/max 
értékeket és a mérések számát
Képernyőfotó - mentsen 100 képernyőfotót a későbbi áttekintéshez
HiLo Alarm - hallható és látható riasztás, ha a mérési eredmény meghaladja a 
felhasználó által beállított értéket
Instant-on - rögtön a kikapcsolás után gyorsabban kapcsolja be a készüléket
Akár 30%-kal hosszabb akkumulátor élettartam egy töltéssel
USB port a PC-hez való gyors és egyszerű csatlakozáshoz, illetve az áramellá-
táshoz. Az USB kábel alaptartozék
PosiSoft USB Drive - a tárolt adatok és grafikonok univerzális PC/Mac fájlkez-
előkön és böngészőkön keresztül is hozzáférhető, nincs szükség szoftverre
Minden mérési adat dátum- és időbélyeggel ellátott
A PosiSoft szoftvercsomaggal az adatok elemezhetők és jegyzőkönyv készít-
hető

Webalapú alkalmazás, mely a mérések biztonságos és
centralizált kezelését teszi lehetővé. Sablon alapú, 
testreszabható PDF jegyzőkönyv generátorral. Bármely 
internetkapcsolattal rendelkező eszközről elérhető.

Mobilapp, ami összeköti a PosiTector 
Advanced készüléket, a PosiTector
Smartlinket és a PosiTest AT-A készüléket
az iOS vagy Android okoseszközökkel.

Egyszerű készülék interfész az adatok 
előhívásához, mely hasonló elven 
működik, mint egy pendrive, kamera, 
vagy digitális audió lejátszó. Nincs 
szükség szoftver telepítésére vagy 
internetkapcsolatra

Erőteljes asztali szoftver a mérési
adatok letöltéséhez, megtekintésé-
hez, nyomtatásához és tárolásához. 
Testreszabható, sablon alapú PDF
jegyzőkönyv generátorral. Nincs 
szükség internetkapcsolatra.

Standard modellek

Advanced modellek

Kompatibilis

Minden balra felsorolt tulajdonsággal rendelkeznek, plusz...

Minden balra felsorolt tulajdonsággal rendelkeznek, plusz...

Szondánként 1.000 mérés tárolása - a tárolt adatok megtekinthetők 
vagy letölthetők

250.000 mérés tárolása több szondáról, akár 1.000 mérési sorozatban 
(batch)
SmartBatch™ mellyel felhasználói paraméterek és kritériumok adhatók 
meg a gyors statisztikai  elemzéshez, ezzel megfelelve az olyan szab-
ványoknak, mint ASTM D4417 és SSPC PA-17

A mérési adatok élő grafikonos megjelenítése
Érintőkijelzős billentyűzet a batchek átnevezéséhez, megjegyzések 
írásához stb.

A WiFi vezeték nélkül szinkronizál a PosiSoft.nettel és letölti a 
szoftverfrissítéseket
Bluetooth 4.0 a PosiTector appot futtató mobileszközre vagy nyom-
tatóra való adatátvitelhez. Harmadik féltől származó szoftverbe való 
integrációhoz BLE API érhető el

Vezeték nélkül csatlakoztatja 
a PosiTector SPG szondákat 
az okoseszközökhöz

Virtuális PosiTector 
készülékké alaktíja az 
okostelefont és tabletet

Ingyenes
mobilapplikációval

INGYENES megoldások az adatok
megtekintésére, elemzésére és jegyzőkönyvezésére



All Gages Feature...

Simple
n  Fast measurement rate of over 50 readings per minute— 
   ideal for quickly and accurately measuring large surface areas 
n  NEW Larger 2.8” impact resistant color touchscreen with redesigned keypad 
    for quick menu navigation 
n  NEW On-gage help explains menu items at the touch of a button
n  RESET feature instantly restores factory settings

Durable
n  Alumina wear face and tungsten carbide tip for long life and 
   continuous accuracy—field replaceable tips
n  NEW Weatherproof, dustproof, and water-resistant—IP65-rated enclosure
n  NEW Ergonomic design with durable rubberized grip 
n  Rugged, indoor/outdoor instrument—ideal for field or shop use
n  Shock-absorbing protective rubber holster for added impact resistance
n  Two year warranty on gage body AND probe

Accurate
n  Certificate of Calibration showing traceability to PTB included
n  Built-in temperature compensation ensures measurement accuracy
n  Glass zero plate and metal shim included 
n  Conforms to national and international standards including ASTM

Versatile
n  PosiTector body accepts all PosiTector SPG, RTR, 6000, 200, DPM, IRT, 
   SST, SHD, BHI, and UTG probes easily converting from a surface profile 
   gage to a coating thickness gage, dew point meter, soluble salt tester, 
   hardness tester, or ultrasonic wall thickness gage
n  Cabled probes available for blasted steel, textured coatings, and 
   concrete profile
n  NEW Auto rotating display with Flip Lock

Powerful
n  Continually displays/updates average, standard deviation, min/max, and 
    number of readings while measuring
n  NEW Screen Capture—save 100 screen images for record keeping and review
n  HiLo alarm audibly and visibly alerts when measurements exceed 
    user-specified limits
n  NEW Instant-on feature quickly powers up the gage if recently powered down 
n  NEW Up to 30% longer battery life
n  USB port for fast, simple connection to a PC and to supply continuous 
    power. USB cable included.
n  PosiSoft USB Drive—stored readings and graphs can be accessed using 
    universal PC/Mac web browsers or file explorers. No software required.
n  Every stored measurement is date and time stamped
n  Includes PosiSoft suite of software for viewing and reporting data 

  Standard Models
Includes ALL features as shown on left plus...
n  NEW Storage of 1,000 readings per probe—stored readings can be
    viewed or downloaded

  Advanced Models
Includes ALL features as shown on left plus...
n  NEW Storage of 250,000 readings from multiple probes in up to 
    1,000 batches and sub-batches
n  SmartBatch™ allows entry of user-defined parameters and 
   criteria for quick statistical analysis to comply with standards 
   such as ASTM D4417 and SSPC PA-17
n  Live graphing of measurement data
n  NEW Touchscreen keyboard for quickly renaming batches, adding 
   notes, and more
n  WiFi technology wirelessly synchronizes with PosiSoft.net and 
    downloads software updates
n  4.0 Technology for data transfer to a mobile device 
    running the PosiTector App or optional portable printer. BLE API
    available for integration into third-party software.

Compatible
n  Wirelessly connect 
   PosiTector SPG probes 
   to your smart device

n Turns your cell phone 
   or tablet into a virtual 
   PosiTector gage

n Includes free
mobile app

TM

PosiSoft Desktop
Powerful desktop software for
downloading, viewing, printing,
and storing measurement data.
Includes customizable, templated
PDF Report Generator. No internet
connection required.

FREE SOLUTIONS for 
viewing, analyzing and reporting data:
PosiSoft

®

...

PosiSoft.net
A web-based application offering secure, centralized 
management of readings. Includes customizable, 
templated PDF Report Generator. Access your 
data from any web-connected device.

PosiTector App
Mobile app connects PosiTector
Advanced instruments, the
PosiTector SmartLink and the
PosiTest AT-A to your iOS or
Android smart device.

PosiSoft USB Drive
A simple gage interface to retrieve
data in a manner similar to USB
flash drives, cameras, or digital
audio players. No software to
install or internet connection
required.

Cabled Probe for Textured Coatings — SPG CS

Ideal for measuring the surface profile of concrete created
by blasting, scarifying, grinding, acid etching and more

Ideal for measuring the surface profile of textured coatings
and other surface profile applications

for Concrete Profilefor Textured Coatings
Cabled Probe for Concrete Profile — SPG TS

Range 0–1500 µm
0–60 mils

Accuracy
±(5 µm + 5%)

±(0.2 mils + 5%)

Tip
Angle 60˚

Radius 500 µm (20 mils)

Range 0–6 mm
0–250 mils

Accuracy
±(76 µm + 1%)
±(3 mils + 1%)

Tip
Angle 60˚

Radius 500 µm (20 mils)

Cabled Probe — SPG S

Integral Probe — SPG

Select from Five Models

Cabled Probe for Convex Surfaces — SPG OS

Probe mounted on a 1m/3ft cable for
enhanced ergonomics and access to
hard-to-reach areas

Ideal for measuring the surface profile 
of steel cleaned by abrasive blast

PosiTector SPGS 
with cabled probe shown

PosiTector SPG 
with integral probe shown

*30˚ tips available for conformance to Australian standard AS 3894.5-C

for Blasted Steel

Probe mounted on a 1m/3ft cable with a V-groove sleeve ideal for
measuring convex surfaces such as tanks and pipes

n  Ideal for measuring on flat and curved surfaces with an OD 
   greater than 3mm (0.125")
n  Proprietary OD Mode analyzes multiple measurements for greater 
   accuracy on convex surfaces
n  Normal Mode is ideal for flat surfaces, and operates similarly to 
   the PosiTector SPG and SPGS probes
n  Self-leveling probe foot ensures perpendicularity to the part 
   being measured 
n  Uses the proven V-groove design found on PosiTector 6000 
   coating thickness probes to stabilize the probe on any diameter
n  Available Large V-groove Adaptor for enhanced stability 
   on 30-45cm (12-18") OD pipes

Range 0–500 µm
0–20 mils

Accuracy
±(5 µm + 5%)

±(0.2 mils + 5%)

Tip
Angle 60˚*

Radius 50 µm (2 mils)

Integral probe ideal for one-handed operation 

Conforms to ASTM D8271

Sík és ívelt felületeken történő mérésekhez egyaránt ideális, ha a 
mérési felület átmérője meghaladja a 3mm-t
Szabadalmaztatott OD mód, mely több mérést elemez a domború 
felületeken való pontosabb mérések érdekében
Normal mód, mely sík felületekhez ideális és hasonlóan működik, mint 
a PosiTector SPG és SPGS szondák

Önszintező szonda, mely garantálja a mérni kívánt mintára való 
merőleges felhelyezést
A PosiTector 6000 esetén már bizonyított V-vágású szondának 
köszönhetően a szonda bármilyen átmérőjű felületen stabil
Nagyobb V-adapter is elérhető a még stabilabb használatért, így 
akár 30-45 cm átmérőjű csövek is mérhetővé válnak

5 választható modell
Homokfúvott acélhoz

Texturált bevonatokhoz Beton profilokhoz

PosiTector SPGS
kábelezett szondával

beépített szondával
PosiTector SPG

Ideális homokfúvással csiszolt és tisztított  
acélfelületek felszínprofiljának mérésére

Beépített szonda - SPG

Kábelezett szonda texturált bevonatokhoz - SPG CS Kábelezett szonda beton profilokhoz - SPG TS

Beépített szonda, mely ideális az egykezes használathoz

A szonda egy 1m hosszú kábel végén található, 
ezáltal használata ergonomikusabb és a 
nehezen hozzáférhető helyek is elérhetővé 
válnak

A szonda egy 1m hosszú kábel végén található, V-kivágású gyűrűje pedig 
ideális domború felületek mérésére (tartályok, csövek stb.)

Ideális texturált felületek felszínprofiljának mérésére 
és más felszínprofilokhoz való alkalmazásra is

Ideális a különböző módokon (maratás, csiszolás stb.) létrehozott 
betonfelüeltek felszínprofiljának mérésére 

Kábelezett szonda - SPGS

Kábelezett szonda konvex felületekhez- SPG OS

*30°hegy is elérhető az ausztrál AS 3894.5-C szabvány teljesítéséhez

Tartomány

Hegy
Szög

Sugár

Pontosság

Tartomány

Pontosság

Hegy
Szög

Sugár

Tartomány

Pontosság

Hegy
Szög

Sugár

Megfelel az ASTM D8271-nek



Surface Profile Gages for blasted steel, 
textured coatings and concrete

PosiTector SPG OS surface profile
probe for outside diameters 

Alumina wear face
and tungsten carbide
tip for long life and
continuous accuracy

DeFelsko Corporation • 800 Proctor Ave. • Ogdensburg, New York 13669-2205 USA
Toll Free 1-800-448-3835 • Tel: +1-315-393-4450
techsa le@defe lsko .com • www.defe lsko .com       

© 2021 DeFelsko Corporation USA. All Rights Reserved. Technical Data subject to change without notice. Printed in USA. PSPG.v.LW-W2101

All Gages Come Complete with glass zero 
plate, metal check shim, protective rubber 
holster, wrist strap, 3 AAA alkaline 
batteries, instructions, nylon carrying 
case with shoulder strap, protective 
lens shield, Long Form Certificate 
of Calibration traceable to PTB, 
USB cable, PosiSoft Software, two 
(2) year warranty on body and probe.

*SIZE: 127 x 66 x 25.4 mm (5" x 2.6" x 1")
*WEIGHT: 137 g (4.9 oz.) without batteries

* Size and weight are for the PosiTector gage body only and do not include the probe. 

Conforms to ASTM D4417-B, ASTM D8271 (SPG TS only), AS 3894.5-C
(with optional 30° tip), U.S. Navy NSI 009-32, SANS 5772 and others

Order
Code

Approximate Depth
Accuracy

Plate 1 Plate 2 Plate 3 Plate 4

STDSPG 0
50 µm
(2 mils)

175 µm
(7 mils)

500 µm
(20 mils)

+ 1.25 µm
(+ 0.05 mils)

Certified SPG Standards
to verify the accuracy and operation of surface profile depth
micrometers — an important component in fulfilling both ISO 
and in-house quality control requirements.

n  Ideal for use in calibration labs
n  Standards consist of 4 
   sapphire test plates mounted in 
   a precision ground steel base and 
   supplied in a hard shell case
n  Sapphire test plates are individually 
   serialized for traceability to 
   PTB — includes a Certificate 
   of Calibration
n  Certified and labeled in both 
   Metric and Imperial units

Options

Ordering Guide

Application Blasted Steel Convex
Surfaces

Textured
Coatings

Concrete
Surface Profile

Probe Type Integral Cabled

Standard SPG 1 SPG S1 SPG OS1 SPG CS1 SPG TS1

Advanced SPG 3 SPG S3 SPG OS3 SPG CS3 SPG TS3

Probe Only PRBSPG PRBSPGS PRBSPGOS PRBSPGCS PRBSPGTS

Ergonomic design with
durable rubberized grip 

Redesigned keypad
for quick navigation

Sealed USB Port 
for communicating 
with a PC or Mac

Auto rotating display with
Flip Lock and
on-screen help

Weatherproof, dustproof,
and shockproof 

2.8” impact resistant
color touchscreen display

Sealed connector protects
probe from water and 
dust intrusion 

Rugged Features...

PosiTector Probes
PosiTector body accepts all PosiTector SPG, RTR,
6000, 200, DPM, IRT, SST, SHD, BHI, and UTG probes
easily converting from a surface profile gage to a
coating thickness gage, dew point meter, soluble
salt tester, hardness tester, or ultrasonic wall
thickness gage

Large V-groove Adaptor
for enhanced stability on 30-45cm (12-18") OD pipes (for SPG OS only)

Replacement Non-Certified Metal Check Shim 
and Glass Zero Plate
provides a quick accuracy check of the instrument and allows the user to
perform practice measurements

Replacement Tungsten Carbide Probe Tips
two angles available — 60° or 30°, field replaceable

COMES COMPLETE with a precision ground steel base, 4 sapphire test plates,
sample certificate of accuracy, hard shell carrying case,
and a Certificate of Calibration traceable to PTB.

All probes feature a durable Alumina 
wear face and tungsten carbide tip 
for long life and continuous accuracy.
Cabled (SPG S) probe shown.

Integral Probe
shown 

         

Strapabíró tulajdonságok...

Beépített 
szonda

Opciók

Zárt USB Port 
a PC/Mac 
kommunikációhoz

Időjárás, por-, csepp-
és ütésálló

2,8” ütésálló
színes érintőkijelző

Automatikusan elforduló
kijelző Flip-Lock
opcióval és súgóval

Ergonomikus kialakítás és
tartós gumi markolat

Újratervezett gombok,
gyorsabb navigáció

Zárt csatlakozás, mely
megvédi a szondát a por
és a víz behatolásától

Alumínium-oxid kopófelület
és volfrám-karbid hegy, 
hosszabb élettartam és 
folyamatos pontosság

Minden szonda tartós alumínimum-oxid 
kopófelülettel és volfrám-karbid heggyel 
rendelkezik. Ezáltal még tovább megőrzik 
pontosságukat. Jobbra a kábelezett 
verziójú szonda

Rendelési segédlet

Alkalmazás Homokfúvott acél

Beépített Kábelezett

Ívelt
felületek

Texturált
bevonatok

Beton
felszínprofil

Szondatípus

Csak szonda

Hitelesített SPG Etalonok
a felszínprofilmérő mikrométerek pontosságának és működé-
sének ellenőrzésére - fontos kellék az ISO és a házon belüli 
minőségellenőrzési szabványoknak való megfelelőséghez

Ideális kalibrálólaborok számára
Az etalonok 4 zafír tesztlemezből 
állnak, melyek egy precíziós acél 
alapra vannak rögzítve. Az etalonokhoz 
kemény hordtáska is jár
A zafír tesztlemezek egyedileg
sorszámozottak (PTB) - melléjük
Kalibrációs Tanúsítvány tartozik

Metrikus és birodalmi 
mértékegységre egyaránt 
hitelesítve és címkézve

A KÉSZÜLÉKEK TARTOZÉKAI: üveg nullázó, 
fém ellenőrzőlemez, gumi védőtok,
csuklópánt, 3 AAA elem, kézikönyvek,
puha hordtáska vállpánttal, kijelzővédő

év garancia a készülékre és
a szondára

fólia, Kalibrációs Tanúsítvány (PTB),
USB kábel, PosiSoft szoftver, két (2)

*MÉRET: 127 x 66 x 25,4 mm (5” x 2,6” x 1”)
*SÚLY: 137 g (4,9 oz.) elemek nélkül

*A méret és súly adatok csak a PosiTector készülékre vonatkoznak szonda nélkül

Szabvány megfelelőség: ASTM D4417-B, ASTM D8271 (csak SPG TS), AS 3894.5-C 
(opcionális 30° heggyel), U.S. Navy NSI 009-32, SANS 5772 és mások

Nagyméretű V-vágású adapter
stabilabb mérések 30-45 cm átmérőjű csöveken is (csak SPG OS)

Tartalék nem hitelesített fém ellenőrzőlemez 
és nullázó üveglap
a készülék pontosságának gyors ellenőrzésére szolgálnak és lehetővé teszik 
a felhasználó számára, hogy próbaméréseket végezzen
Tartalék volfrám-karbid szondahegyek
két szögben érhetők el - 60° vagy 30°, helyszínen cserélhető

Rendelési
kód

Becsült mélység
Pontosság

1. lemez 2. lemez 3. lemez 4. lemez

A CSOMAG TARTALMA: precíziós acél alap, 4 zafír 
tesztlemez, minta pontossági tanúsítvány, kemény hordtáska 
és Kalibrációs Tanúsítvány (PTB).

PosiTector Szondák
A PosiTector készülékek az összes szondával kompati-
bilisek: 6000, 200 , DPM, IRT, RTR, SPG, SST, SHD, BHI, 
UTG, GLS. Ennek köszönhetően egyszerűen változtathatjuk 
készülékünket pl. rétegvastagságmérőből hartmatpont 
mérővé, felszínprofilmérővé, keménységmérővé vagy 
ultrahangos falvastagságmérővé
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