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PORTABLE HARDnESS TESTER

TIME®510D

Technical Specification

Features
●A totally new appearance with industrial style.

●Excellent portability for testing anywhere anytime.

●OLED display that can read measuring values clearly 

in dark environment.

●Real-time measurement data can be printed out via 

Bluetooth wireless printer

●The instrument parameters can be set through the 

mobile terminal APP.

●Data storage of 100 groups (only can be read by 

mobile phone APP)

●Software calibration

●Rechargeable lithium battery, with charging indicator.

Standard Delivery   
●Main unit 

●Test block HLD

●Charger

●Cleaning brush

●Lanyard

●Support ring

●TIME certificate

●Warranty card 

●Instruction manual
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Optional Accessory
●Support rings

●APP

●Bluetooth printer

Standard impact device D integrated

Hardness scales HL,HB,HRA,HRB,HRC,HV,HS

Measuring range (170~960)HLD

Accuracy 6HLD

Surface roughness of 
workpieces 

≤1.6µm(Ra)

Max. workpiece hardness 940HV

Min.thickness of hardened 
layers

0.8mm

Charging time 2h

Continuous working time 8h

Power supply 6V/500mA

Operating temperature 0~40°C

Dimension (mm) 145×35×30

Weight (g) 130

APP Download

NEW

HORDOZHATÓ KEMÉNYSÉGMÉRŐ

Csomag Tartalma
• Készülék   1

• HLD teszt etalon  1

• Töltő    1

• Tisztítókefe   1

• Csuklópánt   2

• Támasztógyűrű  1

• TIME tanúsítvány  1

• Garanciajegy   1

• Kézikönyv   1

Opciós kiegészítők
• Támasztógyűrűk
• Telefonos applikáció
• Bluetooth nyomtató

App letöltés

Műszaki specifikációk

Tulajdonságok
• Teljesen új, ipari stílusú megjelenés

• Hordozható készülék, bárhol bevethető

• OLED kijelző melyről sötétben is könnyedén 

leolvashatók az eredmények

• A valós idejű mérési adatok az opcionális Bluetooth 

nyomtatóval kinyomtathatók

• A készülék paraméterei a vonatkozó 

mobilapplikációval is beállíthatók

• 100 adatcsoport tárolására alkalmas (csak 

applikáción keresztül olvasható le)

• Szoftver kalibráció

• Tölthető akkumulátor, állapotjelzővel

Standard mérőfej

Mérési tartomány

145 x 35 x 30 mm

Működési hőmérséklet

Súly

Minta max. keménysége

Töltési idő

Pontosság

Keménység skála

Minták felszíni
érdessége

Megkeményített réteg 
min. vastagsága

Áramellátás

Méret

Folyamatos működési idő

6HLD

HL, HB, HRA, HRB, HRC, HV, HS

940HV

Beépített D

≤1,6µm (Ra)

0,8 mm

6V / 500 mA

(170~960) HLD

130 g

0~40°C

8 óra

2 óra
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